
Industrial Crane
Load Chart US Standard

LOAD RADIUS IS THE 
 HORIZONTAL DISTANCE FROM 
THE CENTER OF  ROTATION OF 
THE  UNLOADED CRANE TO THE 
VERTICAL LOAD LINE WITH THE 
LOAD APPLIED.

 EXCEEDING CAPACITY 
 RATINGS OR APPLYING SIDE 
LOADS TO THE BOOM OR 
BOOM EXTENSION IS MISUSE, 
HAZARDOUS, AND VOIDS 
WARRANTY.

CAUTION: BOOM EXTENSION 
LOADS MUST NOT EXCEED 
MAIN BOOM CAPACITY.  DO 
NOT PICK AND CARRY WITH 
BOOM EXTENSION DEPLOYED.

ARE 85% OF TIPPING LOADS.  
CAPACITIES ON RUBBER ARE 
75% OF TIPPING LOADS.  
CAPACITIES ON IN & DOWN 
OUTRIGGERS ARE LESS THAN 
85% OF TIPPING LOADS.  
CAPACITIES BELOW BOLD LINE 
ARE LIMITED BY TIPPING. OTHER 
CAPACITIES ARE LIMITED BY 
STRUCTURAL OR  HYDRAULIC 
CAPABILITY.
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Boom extension deduct:  400 lbs. when stowed on main boom.

Deck load capacity 17,000 lbs, with empty boom  retracted over front, deck load centered 
to rear of front axle, less than 2mph, 200ft.  Max in 30 minutes on smooth pavement.



IC-200-3J Industrial Crane
Load Chart Metric

LOAD RADIUS IS THE 
 HORIZONTAL DISTANCE FROM 
THE CENTER OF  ROTATION OF 
THE  UNLOADED CRANE TO THE 
VERTICAL LOAD LINE WITH THE 
LOAD APPLIED.

 EXCEEDING CAPACITY 
 RATINGS OR APPLYING SIDE 
LOADS TO THE BOOM OR 
BOOM EXTENSION IS MISUSE, 
HAZARDOUS, AND VOIDS 
WARRANTY.

CAUTION: BOOM EXTENSION 
LOADS MUST NOT EXCEED 
MAIN BOOM CAPACITY.  DO 
NOT PICK AND CARRY WITH 
BOOM EXTENSION DEPLOYED.

ARE 85% OF TIPPING LOADS.  
CAPACITIES ON RUBBER ARE 
75% OF TIPPING LOADS.  
CAPACITIES ON IN & DOWN 
OUTRIGGERS ARE LESS THAN 
85% OF TIPPING LOADS.  
CAPACITIES BELOW BOLD LINE 
ARE LIMITED BY TIPPING. OTHER 
CAPACITIES ARE LIMITED BY 
STRUCTURAL OR  HYDRAULIC 
CAPABILITY.
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Boom extension deduct:  182 kgs. when stowed on main boom.

Deck load capacity 7,700 kg., with empty boom  retracted over front, deck load centered 
to rear of front axle.  Max in 30 minutes on smooth pavement.


